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unless it conforms to the requirements
in §177.834(0) of this subchapter.

(d) Use of IMDG Code in port areas. (1)
Except for Division 1.1, 1.2, and Class 7
materials, a hazardous material being
imported into or exported from the
United States or passing through the
United States in the course of being
shipped between locations outside the
United States may be offered and ac-
cepted for transportation and trans-
ported by motor vehicle within a single
port area, including contiguous har-
bors, when packaged, marked, classed,
labeled, stowed and segregated in ac-
cordance with the IMDG Code, offered
and accepted in accordance with the re-
quirements of subparts C and F of part
172 of this subchapter pertaining to
shipping papers and placarding, and
otherwise conforms to the applicable
requirements of part 176 of this sub-
chapter.

(2) The requirement in §172.201(d) of
this subchapter for an emergency tele-
phone number does not apply to ship-
ments made in accordance with the
IMDG Code if the hazardous material is
not offloaded from the vessel, or is
offloaded between ocean vessels at a
U.S. port facility without being trans-
ported by public highway.

EFFECTIVE DATE NOTE: At 72 FR 44947, Aug.
9, 2007, §171.25 was amended by adding (b)(3),
effective Jan. 1, 2008. For the convenience of
the user, the added text is set forth as fol-
lows:

§171.25 Additional requirements for the use
of the IMDG Code.

* * * * *

(b) * * *

(3) Packages containing primary lithium
batteries and cells that are transported in
accordance with Special Provision 188 of the
IMDG Code must be marked “PRIMARY
LITHIUM BATTERIES—FORBIDDEN FOR
TRANSPORT ABOARD PASSENGER AIR-
CRAFT” or “LITHIUM METAL BAT-
TERIES—FORBIDDEN FOR TRANSPORT
ABOARD PASSENGER AIRCRAFT.” This
marking is not required on packages that
contain 5 kg (11 pounds) net weight or less of
primary lithium batteries and cells that are
contained in or packed with equipment.
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§171.26 Additional requirements for
the use of the IAEA Regulations.

A Class 7 (radioactive) material being
imported into or exported from the
United States or passing through the
United States in the course of being
shipped between places outside the
United States may be offered for trans-
portation or transported in accordance
with the IAEA Regulations (IBR, see
§171.7) as authorized in paragraph (a) of
§171.22, provided the requirements in
§171.22, as applicable, are met.

PART 172—HAZARDOUS MATERIALS
TABLE, SPECIAL PROVISIONS,
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